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1
DISPLAY DEVICE USING MICROPILLARS
AND METHOD THEREFOR

FIELD

The field of the disclosure relates generally to display
devices. More particularly, the field of the disclosure relates
to display devices using micropillars for light modulation.

BACKGROUND

Electronic displays are used with many devices, such as
mobile phones, personal computers, televisions and the like.
Such displays are used to display information to a user, or
other person viewing the display. One type of display tech-
nology is known as a liquid crystal display (LCD), and has
become increasingly popular due to its relatively thin size,
light weight, low power consumption and low electromag-
netic radiation compared to prior cathode ray tube displays.

Typically, LCD displays are formed as an assembly includ-
ing a liquid crystal layer disposed between a thin film tran-
sistor (TFT) substrate and a filter layer. When an electric field
is applied between a pixel electrode on the TFT substrate and
a counter electrode on the filter, an orientation of affected
liquid crystal molecules are modified to alter the transmit-
tance of light through the display. By altering the transmit-
tance of the light, the image on the display can be controlled.
However, LCD devices require polarized plates to be used,
such that unpolarized light is converted to polarized light
before being output by the LCD display. The conversion of
polarized light to unpolarized light may reduce the efficiency
(i.e., the brightness) of the display to 50 percent or less of the
brightness of the unpolarized light. As such, additional power
consumption is necessary to increase the brightness of such
displays, which may reduce the operational life of portable, or
battery powered, displays.

Further, LCD displays may be affected by “ghosting” or
after-image.” Ghosting refers to when a previous image is
undesirably retained on the screen of an LCD display when
the screen is switched from one image to the next image, due
to a slow switching speed of the liquid crystal material in the
display.

Although attempts have been made to increase efficiency
and reduce ghosting in LCD displays, a need exists for a
display that is energy efficient and substantially eliminates
the possibility of ghosting.

BRIEF DESCRIPTION

In one aspect, a display device includes a light source for
supplying light energy and a light modulation layer including
aplurality of micropillars that each have a fixed end and a free
end. An activation layer is configured to activate the micro-
pillars to modulate light energy from the light source passing
through the micropillars.

In another aspect, an electronic display system includes a
light source for supplying light energy and a light modulation
layer that includes a plurality of micropillars each having a
fixed end and a free end. Each micropillar corresponds to a
pixel of an array of pixels. An activation layer is configured to
activate the micropillars to modulate light energy from the
light source passing through the micropillars. A controller is
in communication with the activation layer. The controller is
configured to selectively activate each of the micropillars
individually.

In yet another aspect, a method of modulating a light
source includes transmitting light from a light source to a light
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modulation layer including a plurality of micropillars each
having a fixed end and a free end. The emitted light is received
at the fixed ends of the micropillars and emitted from the free
ends of the micropillars. At least one of the micropillars is
activated to cause a free end of the activated micropillar to be
out of alignment with the fixed end of the activated micropil-
lar to modulate the light emitted from the activated micropil-
lar.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic illustration of an implementation of a
display system.

FIG. 2 is a plan view of a micropillar in various degrees of
activation.

FIG. 3 is a plan view of an implementation of a filter layer.

FIG. 4 is a schematic illustration of display system show-
ing all micropillars in a nonactivated state.

FIG. 5 is a schematic illustration of the display system
shown in FIG. 5 having some activated micropillars.

FIG. 6 is a schematic illustration of another implementa-
tion of a display system.

DETAILED DESCRIPTION

Referring now to the drawings, and in particular FIG. 1, an
electronic display system is shown generally at 100. In the
exemplary implementation, the display system 100 includes a
light source 102, an activation layer 104, a light modulation
layer 106 and a filter layer 108. In some implementations, a
controller 110 is in communication with one or more of the
light source 102 and the activation layer 104.

The light source 102 is a source that emits electromagnetic
radiation in one or more wavelengths. For example, light
source 102 may include one or more of a light emitting diode
(LED), organic LED, incandescent bulb, fluorescent bulb,
neon bulb, ambient light, the sun or any other electronic or
chemical device capable of emitting electromagnetic radia-
tion. In some implementations, the light source emits white
light, a single color (wavelength of light) of light, a combi-
nation of two or more colors of light, ultraviolet light, infrared
light or the like. The light source may also emit any combi-
nations of such light. The light source may emit light direc-
tionally or omnidirectionally. In the exemplary implementa-
tion, when light source 102 emits light I towards filter layer
108, activation layer 104 is located downstream of light
source 102, light modulation layer 106 is located downstream
of activation layer 104, and filter layer 108 is located down-
stream of light modulation layer 106.

The light modulation layer 106 includes a base portion 112
and a plurality of micropillars 114. Each of the micropillars
includes a fixed end 116 and a free end 118. The fixed ends
116 are coupled to, or formed integrally with, the base portion
112. The micropillars 114 are substantially transparent, such
that light emitted from light source 102 enters the fixed ends
116 and exits the free ends 118 without the intensity of the
light being substantially reduced. In one implementation, the
micropillars 114 are fabricated of a piezo-electric material,
such as lead zirconate titanate (PZT). However, other suitable
materials may be used that allow the light modulation layer to
function as described herein such as, but not limited to, a
shape memory alloy. The light modulation layer 106 may
include a plurality of micropillars 114 arranged in an array,
such as a rectangular grid pattern having perpendicular rows
and columns. In such embodiments, the plurality of micro-
pillars 114 may each be spaced apart by a distance D. The
spacing between adjacent ones of the micropillars 114 may be
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the same between all of the micropillars 114, or may vary
depending upon the desired application.

The activation layer 104 is configured to selectively acti-
vate individual ones of the micropillars 114, for example by
transmitting an electrical energy thereto. For example, the
application of electrical energy to piezoelectric material or
the application and/or removal of heat to a shape memory
alloy material can bend micropillars 114. In one implemen-
tation, the activation layer is a thin film transistor (TFT) layer,
including a plurality of transistors corresponding to respec-
tive ones of the micropillars 114. One of ordinary skill will
appreciate that TFT layers are commonly used in other elec-
tronic displays, such as LCD type displays. The details of
such activation layers are not further discussed herein.

In the implementation illustrated in FIG. 1, the display
system 100 also includes a filter layer 108. The filter layer 108
includes a plurality of semi-transparent areas 120 and a plu-
rality of substantially opaque areas 122. As best shown in
FIG. 3, the semi-transparent areas 120 and substantially
opaque areas 122 may be arranged in an array, or grid, as
illustrated. One or more of the semi-transparent areas 120 and
substantially opaque areas 122 may be used as a pixel of a
display. In some embodiments, each of the semi-transparent
areas 120 and substantially opaque areas 122 has an indi-
vidual one of the micropillars 114 associated therewith. How-
ever, in some implementations, a single micropillar 114, or
pixel, may be associated with two or more of the semi-trans-
parent areas 120 and substantially opaque areas 122. In some
embodiments, the filter layer 108 may be covered with a
protective film or other layer (not shown).

Referring now to FIG. 2, plan views of a micropillar 114
are illustrated in four different states of activation. In the first
state 200, the micropillar 114 is in a neutral, or deactivated,
state. As such, in the first state 200, the activation layer 104
has not transmitted sufficient activating energy to the micro-
pillar 114 to fully or partially activate the micropillar 114. In
this state, the free end 118 of micropillar 114 is substantially
aligned with the semi-transparent area 120. For example, the
axial center 202 of the free end 118 of the micropillar 114 is
aligned with the center 204 of the semi-transparent area 120.
In the neutral state 200, substantially all of the light entering
the fixed end 116 ofthe micropillar 114 is transmitted through
the micropillar 114 and exits the free end 118 and then is
transmitted through the semi-transparent area 120, thus cre-
ating a “bright spot,” “bright pixel” or area of intense light.

In partially activated state 210, the activation layer 104 has
transmitted a sufficient amount of activation energy to the
micropillar 114 to cause partial activation of the micropillar
114. As such, in partially activated state 210, the free end 118
has bent, or flexed, such that the axial center 202 of the free
end 118 is not aligned with the center 204 of the semi-trans-
parent area 120. As such, only a portion of the light exiting the
free end 118 of the micropillar 114 is transmitted through the
semi-transparent area 120 (i.e., light from the portion of the
free end 118 within the sides of the semi-transparent area
120). Light transmitted from the free end 118 outside of the
semi-transparent area is not transmitted through the semi-
transparent area 120, thus modulating (i.e., reducing) the
intensity of the light emitted from the semi-transparent area
120. Similarly, at partially activated state 220, the activation
layer 104 has transmitted a sufficient amount of activation
energy to the micropillar 114 to cause further activation of the
micropillar 114 as compared to state 210. Accordingly, a
smaller amount of light is transmitted from the free end 118
through the semi-transparent area 120, further reducing the
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intensity of the light. In these states 210, 220, a “dim spot,”
“dim pixel” or area of reduced light intensity (as compared to
the bright pixels) is created.

Fully activated state is represented generally at 230. In the
fully activated state, the activation layer 104 has transmitted
sufficient energy to bend the free end 118 fully outside of
(e.g., fully out of alignment with) the semi-transparent area
120. As such, none of the light exiting the free end 118 of the
micropillar 114 in the fully activated state is transmitted
through the semi-transparent area 120. Thus, the fully acti-
vated state 230 creates a “dark spot,” “black pixel” or an area
lacking light transmission from a micropillar 114.

In some embodiments, the micropillar 114 is configured
such that when activated by activation layer 104, the free end
118 of the activated micropillar 114 will partially or fully
align with a substantially opaque area 122 (FIG. 3). As such,
the light exiting the free end 118 is blocked by the substan-
tially opaque area. In other embodiments, in the neutral state,
the free ends 118 of the micropillars 114 may be aligned with
the substantially opaque areas 122, and become partially or
fully aligned with the semi-transparent areas 120 upon acti-
vation.

Reference is now made to FIGS. 4 and 5. In the implemen-
tation illustrated in FIG. 4, each of the semi-transparent areas
120 may be a different color. For example, in one implemen-
tation the semi-transparent areas 120 alternate as red areas R,
green areas G and blue areas B. However, any colors may be
used that allow the system to function as described herein,
such as Cyan, Magenta, Yellow and Black, or the like. As
such, the system 100 may function as a full color display
system. In FIG. 4, each of the micropillars 114 are illustrated
in the deactivated state (state 200 shown in FIG. 2). As such,
light L enters the fixed end 116 of the micropillars 114 and
exits through all of the semi-transparent areas 120, thus mak-
ing the display appear “white.” However, in the exemplary
implementation illustrated in FIG. 5, the system 100 has been
activated such that only red light is transmitted from the filter
layer 108. For example, in this implementation, the micropil-
lars 500 remain in the deactivated state 200, such that light is
transmitted through red areas R. However, micropillars 502
are shown in the fully activated state 230, such that light L. is
blocked by substantially opaque areas 122 after exiting free
ends 118. As such, the only light exiting the filter layer 108 is
red light. It will be appreciated that the micropillars 114 may
be activated in any manner so as to display other colors of
light. In some embodiments, the micropillars may be con-
trolled (i.e., by way of controller 110) to sequentially activate
and deactivate so as to create alternating colors, for example
for moving picture displays, such as televisions, computers,
or the like.

In another implementation, as illustrated in FIG. 6, the
system 100 is configured such that the light source 102 is
located above the filter layer 108. In this implementation, a
reflective layer 600 is located between the activation layer
104 and the fixed ends 116 of the micropillars 114. In one
exemplary implementation, the light source 102 is ambient
light. In this implementation, the light source 102 emits light
toward the filter layer 108, and then toward the micropillars
114. In this implementation, when the micropillars 114 are in
the deactivated state, such as micropillar 604, light L. enters
the free end of the micropillar 604, travels through the micro-
pillar 604 and then reflects off of the reflective surface 600.
The reflected light L, travels back through the micropillar
604 and is emitted through the semi-transparent area 120,
thus creating a “light spot” (i.e., a light pixel). However, to
modulate the light, a micropillar 114, such as micropillar 606
is activated as discussed above. The micropillar 606 is thus
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activated such that its free end 118 is not aligned with the
semi-transparent area 120. In the implementation shown, the
free end 18 of micropillar 606 is aligned with the substantially
opaque area 122. As such, light L. transmitted through the
semi-transparent area 120 strikes the side of the micropillar
606, and may be reflected away as light L,,. The light L,
thus does not get reflected and exit back through the semi-
transparent area 120. Any light L that may enter the micro-
pillar 606 through the side thereof, will be reflected from
reflective surface 600 and transmitted back through the
micropillar 606 as light L. However, because micropillar
606 has a free end that is aligned with the substantially opaque
area 122, the light L; is blocked by the substantially opaque
area 122, thus creating a “dark spot™ (i.e., a dark pixel). As
such, by selectively activating the micropillars 114, a plural-
ity of light and dark pixels can be created, to display animage.
In some embodiments, sequential activation of the micropil-
lars 114 can be used to create changing images, as discussed
above.

In some embodiments, one or more of the components of
the display system 100, such as the light source 102, activa-
tion layer 104, light modulation layer 106 and filter layer 108
are configured to be flexible such that the display system may
be flexed, or bent and may be resiliently deformable such that
after being bent to a deformed state, the display system 100
will return to a previously undeformed state.

As used herein, the term controller may refer to an elec-
tronic controller, which may include a computer processor or
processing device (not shown). The processor is generally
any piece of hardware that is capable of processing informa-
tion such as, for example, data, computer-readable program
code, instructions or the like (generally “computer pro-
grams,” e.g., software, firmware, etc.), and/or other suitable
electronic information. For example, the processor may be
configured to execute computer programs or commands,
which may be stored onboard the processor or otherwise
stored in an associated memory (not shown). In yet another
example, the processor may be embodied as or otherwise
include one or more application-specific integrated circuits
(ASICs), field-programmable gate arrays (FPGAs) or the
like. Thus, although the processor may be capable of execut-
ing a computer program to perform one or more functions, the
processor of various examples may be capable of performing
one or more functions without the aid of a computer program.
As used herein, electronic or computer memory is generally
any piece of hardware that is capable of storing information
such as data, computer programs and/or other suitable infor-
mation either on a temporary basis or a permanent basis. In
one example, the memory may be configured to store various
information in one or more databases. The memory may
include volatile and/or non-volatile memory, and may be
fixed or removable. Examples of suitable memory include
random access memory (RAM), read-only memory (ROM), a
hard drive, a flash memory, a thumb drive, a removable com-
puter diskette, an optical disk, a magnetic tape or some com-
bination of the above. Optical disks may include compact
disk read-only-memory (CD-ROM), compact disk read/write
memory (CD-R/W), digital video disk memory (DVD), or the
like. In various instances, the memory may be referred to as a
computer-readable storage medium which, as a non-transi-
tory device capable of storing information, may be distin-
guishable from computer-readable transmission media such
as electronic transitory signals capable of carrying informa-
tion from one location to another. Computer-readable media,
as described herein, may generally refer to a computer-read-
able storage medium or computer-readable transmission
medium.
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This written description uses examples to disclose the
implementations, including the best mode, and also to enable
any person skilled in the art to practice the implementations,
including making and using any devices or systems and per-
forming any incorporated methods. The patentable scope of
the disclosure is defined by the claims, and may include other
examples that occur to those skilled in the art. Such other
examples are intended to be within the scope of the claims if
they have structural elements that do not differ from the literal
language of the claims, or ifthey include equivalent structural
elements with insubstantial differences from the literal lan-
guages of the claims.

What is claimed is:

1. A display device comprising:

a light source for supplying light energy;

a light modulation layer including a plurality of micropil-

lars each having a fixed end and a free end;

an activation layer configured to activate the micropillars
such that light energy from the light source passing
through the micropillars is modulated, and such that the
light energy is emitted from the free end of the micro-
pillars in different directions based on an activation state
of the micropillars.

2. The display device according to claim 1, wherein the
activation layer is configured to activate the micropillars by
providing a voltage to the micropillars.

3. The display device according to claim 1 further compris-
ing a filter layer including a plurality of opaque areas and a
plurality of substantially transparent areas, wherein the light
modulation layer is disposed between the filter layer and the
activation layer.

4. The display device according to claim 3, wherein at least
some of the substantially transparent areas are colored.

5. The display device according to claim 4, wherein the
substantially transparent areas include at least one green area,
at least one red area, and at least one blue area.

6. The display device according to claim 3, wherein each of
the micropillars have a neutral position in which the free end
is aligned with one of the substantially transparent areas and
a bent position in which the free end is aligned with one of the
opaque areas to modulate the light energy.

7. The display device according to claim 1, wherein the
activation layer comprises a thin film transistor.

8. The display device according to claim 1, wherein the
activation layer is located downstream of the light source, the
light modulation layer is located downstream ofthe activation
layer, and the filter layer is located downstream of the light
modulation layer.

9. The display device according to claim 1, wherein the
micropillars are configured to bend when activated.

10. An electronic display system, comprising:

a light source for supplying light energy;

a light modulation layer including a plurality of micropil-
lars each having a fixed end and a free end, each micro-
pillar corresponding to a pixel of an array of pixels;

an activation layer configured to activate the micropillars
such that light energy from the light source passing
through the micropillars is modulated, and such that the
light energy is emitted from the free end of the micro-
pillars in different directions based on an activation state
of the micropillars, and

a controller in communication with the activation layer, the
controller configured to selectively activate each of the
micropillars individually.

11. The display system according to claim 10, further com-

prising a color filter layer, the color filter layer including an
array of semi-transparent colored areas and substantially
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opaque areas, at least one semi-transparent colored area and
at least one substantially opaque area associated with each of
the micropillars.

12. The display system according to claim 11, further com-
prising a reflective layer between the micropillars and the
activation layer.

13. The display system according to claim 11, wherein
each of the micropillars is associated with at least three dif-
ferent colored semi-transparent colored areas.

14. The display system according to claim 10, wherein the
free end of the micropillars is configured to bend upon acti-
vation by the activation layer.

15. A method of modulating a light source, comprising:

transmitting light from the light source through a light

modulation layer including a plurality of micropillars
each having a fixed end and a free end;

receiving the transmitted light at the fixed ends of the

micropillars and emitting the light from the free ends of
the micropillars; and

activating at least one of the micropillars to cause a free end

of the activated micropillar to be out of alignment with
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the fixed end of the activated micropillar to modulate the
light emitted from the activated micropillar to generate
an image on a display.

16. The method according to claim 15, wherein activating
at least micropillar causes the free end of the activated micro-
pillar to be aligned with a substantially opaque area of a filter
layer located downstream of the micropillars.

17. The method according to claim 16, further comprising
transmitting light from the free ends of non-activated ones of
the micropillars to a substantially transparent area of the filter
layer.

18. The method according to claim 16, wherein activating
the micropillars includes using a thin film transistor to acti-
vate the micropillars.

19. The method according to claim 17, further comprising
transmitting light from the free ends of non-activated ones of
the micropillars to at least one colored substantially transpar-
ent area of the filter layer.

20. The method according to claim 16 further comprising
sequentially activating and deactivating a plurality of the
micropillars to generate a moving image.
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